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RoHS Compliant

MATERIAL:

HOUSING: SEE ORDER INFORMATION (UL94V-0)
HOUSING COLOR: SEE ORDER INFORMATION
TERMINAL: PHOSPHOR BRONZE

TERMINAL PLATING:SELECTIVE Au IN CONTACT AREA
SHELL : BRASS

SHELL PLATING: Ni PLATED
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TERMINAL PLATING
01: 50u” Au PLATED

HOUSING MATERIAL&COLOR
/\ 00: LCP; BLACK

[
LED OPTION:

RJ45 JACK CONNECTOR (WITH LED/10G TRANSFORMER) [A

GREEN/YELLOW

T
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|Customer Drawing|

1 | 2 | 3 | 4 |
. REV| DATE DESCRIPTION ECN NO. NAME
RoHS Compliant) RJ45 JACK CONNECTOR (WITH LED/10G TRANSFORMER) [a [17.0424] proposaL HHuan
A1 [17.04.25| A MODIFY HHuan
10G TRANSFORMER
ICTICT
ELECTRICAL SPECIFICATIONS @ 25C: MD(O)+ P8 o 2 F Lo J1 MX(0)+
MDCT(0) P7 D—§[§ ij—%w R
PARAMETER SPECIFICATIONS T E —
MD(0)— P9 M J2 MX(0)—
TURNS RATID 100 + 2% CTacT q
POLARITY PER SCHEMATIC MD(1)+ P3 SANee L] J3 MX()+
INSERTION LOSS 100 KHz 1-400 MHz MDCT(1)  pqo J g e L
- 2.0 dB MAX (-1.4dB TYP) ES e
(DATA CHANNELS) 3.0 dB MAX MD(1)— P2 o 3 f M R o g MX(1)—
RETURN. LOSS 1-40 MHz |40 MHz-400 MHz | 400 MHz-500 MHz CTaCT ( (
(Z OUT=10D OHM £1%) |-16 ofB MIN|-16+10LOGCE /40)diB|-6+30LOGCF /400008 MD(2)+ P4 J %j Lo J4 MX(2)+
P6 o
INDUCTANCE (OCL) 160 uH MIN @ 100 KHz, 100 mV MDCT(2) ? ; = L
_ _ MD(2)- PS5 : J5 MX(2)—
CROSSTALK, ADJACENT 17100 MHz 1007500 MHz (2) < < < (2)
CHANNELS —28 oB MIN -19 dB MIN MD(3)+  P11o LEICT . 5 J7 MX(3)+
COMMON MODE 1-40 MHz 40-100 MHz 100-500 MHz MDCT(3> P12 o % % L L ‘
REJECTION RATID ~30 oB MIN -28 dB MIN ~26 oB MIN MD(3)— P10 K Jg MX(3)—
COMMON TO DIFFERENTIAL| 17290 MHz 250-500 MHz CM sense P14 | f
MODE REJECTION (CDMR> -30 dB MIN -22 dB MIN NC P15 2KV 0.01uF 4*¥750HMS
HIPOT-OUTPUT
SOLATION 2250 VDC MIN @ 60 SECONDS T000pF 2. 5kv
NOTE: f IS FREQUENCY IN MHz. /;/;bhl(,‘ld
P17
P16 3} © } Pin }firmvn }Pm} Green }\'ulluw}
P16 - P18 -
LED SPECIFICATION P19 [P17 | [p19] [+ 1
STANDARD LED WAVELENGTH Forward Current Forward V(max) TYP pqu G%:i‘Y
GREEN 565nm 20 mA 2.4V 2.2V
YELLOW 5380nm 20 mA 2.5V 2.1V
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